ALTERNATE BRACED PANEL 1

CITY OF LAKE EOREST [SECTION 2320.11.4] OF

2001 CALIFORNIA BUILDING CODE 1
5/2000

THE USE OF THIS DETAIL IS AT THE DISCRETION OF THE ROOF OR FLOOR SHEATHING
BUILDING DEPARTMENT BASED ON INDIVIDUAL CONDITIONS 3/8” STRUCTURAL PLYWOOD WITH 8d COMMON NAILS
AT 6” oc AT PANEL EDGES (EN) AND 12"0c AT
. INTERMEDIATE MEMBERS (FN). PANEL SHALL BE 2'-8
8d TOENAILS AT 6" oc OR MINIMUM IN LENGTH AND 100" MAXIMUM IN HEIGHT.

FRAMING ANCHORS AT 32" ARE %)
REQUIRED \

ROOF RAFTERS 2 INCH MINIMUM
TYPICAL BLOCKING TYPICAL

1]

(**) PANELS LOCATED ON THE

FIRST STORY OF TWO STORY

CONTINUOUS 2-2X4 BUILDINGS SHALL CONFORM
TOP PLATES TO THE FOLLOWING:

1. PLYWOOD SHEATHING
SHALL BE APPLIED ON BOTH
SIDES.

2. TIE-DOWN OR HOLDOWN
- DEVICES SHALL HAVE UPLIFT
CAPACITY OF NOT LESS THAN
3000 POUNDS.

4X4 END POSTS 3. THREE ANCHOR BOLTS
EACH SIDE SHALL BE PLACED AT ONE-
FIFTH POINTS.

WALL STUDS AT
16" oc TYPICAL.

ANCHOR BOLTS - TWO 5/8”
DIAMETER BOLTS, WITH 7*
MINIMUM EMBEDMENT, WITH

2"X2"X3/16” SQUARE WASHER,
AND PLACED AT PANEL QUARTER
POINTS. (**)

2X SILL PLATE

#4 REBARS

L 3"CLEAR(TYP)

STANDARD CONTINUOUS FOOTING
APPROVED TIE-DOWN OR HOLDOWN DEVICE ON EACH END WITH AN WITH 1-#4 REBAR TOP AND 1-#4
UPLIFT CAPACITY OF NOT LESS THAN 1800 LB AND INSTALLED PER REBAR BOTTOM MINIMUM
MANUFACTURER'S SPECIFICATIONS (**)




	                CITY OF LAKE FOREST

